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MIG-BP24240
4,800 CFM Modular Self Cleaning 
Bi-Polar Air Purifier
Mounting Choices

Use provided magnets holding unit to fan inlet (shaft side)

Din Rail Mounting- Use self-tapping screws to attached provided din rail, and secure the purifier to the din rail

using the din clip. 

Use provided magnets to attach to wall metal duct or air handler cabinet

 Fan Inlet 

HVAC Cabinet Mount/Duct Mount

Installation Instructions

IMPORTANT-  Installation should occur between the filter and the coil, the pin emitters should

be a minimum of 3 inches away from metal objects and wiring to prevent

grounding failures. 

 Remove power to the air handling units prior to installation.

Mounting- Mount the Migro Purifier using one of the mounting choices above, mounting of the unit should occur

between the filter and coil of the unit to assure optimal operation. 

Make sure to keep the pin emitters a minimum of 3 inches aware from metal objects to prevent grounding failures. 

Wiring-Make wiring connections, the Migro Purifier allows for 24VAC to 240VAC voltage input, bring wiring to the

"IN" terminal connections, the connections are marked "N" for Neutral and "L" Live.

Operation- The Migro purifier maybe ran 24 Hours a day, or it may be connected to run in parallel to the fan unit of

the air handler (recommended, continuous 24hr operation will provide little to no purification without fan airflow  ). 

The Migro Purifier is equipped with status capabilities, the terminal contacts are Normally Open, and are set to be

wired directly from the terminal blocks. 

Modular capabilities - The Migrio air-purifier has marked "OUT" terminals that will allow you to connect multiple

units together using a single power source, simply by adding an additional unit and connecting wires to the "OUT"  

Neutral and Live, and jumping them to the corresponding "IN" terminals in the additional units. Up to 10 units

maybe be combined together. 

The Migro Purifier is equipped with LED status light to indicate the proper operation of the system. 

Optional- The Migro Purifier is equipped with the abilitiy to adjust the positive ION output of the system, the purifier

is factory set at 50/50 split of positive and negative ion's, if you desire to reduce the number of positive ions being

emitted into the space using a small flat head screwdriver, you can turn the trim pot screw counterclockwise to

achieve the desired output of positive ions. 

Self cleaning capabilities- The Migro purifier, is designed to eliminate the dust and pathogens that may attach

them selfs to the pin emitters automatically, without additional necessary action or programming. 
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